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® End-to-End Sovereign Secuirity,

e . Front camera:5MP™
certified backdoor-free from chip to software.

Rear camera:8MP
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Technology

CENAVA  Rugged tablet

Edge computing with

S R SM4-encrypted TF card slot to
7 Encrypted storage - Prevent data leakage in the event

of device loss

_ Automatically cache data
when offline
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-~ Product form

N

Bare metal: 232.2*151.3*24.5mm/838g With

packaging accessories: 322*172*61mm/1449¢g

Quantity: 10 pcs/carton; Dimension: 34*
32.5*36.5cm; Gross Weight: 15.1kg

10-point touch G+G, hardness = 7H, support

for medical rubber gloves touch screen (can be

customised wet hand touch screen)

7.6V 5550mAh high voltage lithium battery, non-

removable, battery life =7h (Play 1080P HD
video, 50% brightness and 50% sound)

Supports custom large battery (10000mAh/7.6V,

Overall thickness: Approximately 38.3 mm)
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Standard version (N1) 0.3M pixels + depth of
field Code 39 5mil 65~150mm + red light
Reading code system:

2D: PDF417, QR Code, Micro QR, Data Matrix
1D: Code 128, EAN-13, EAN-8, Code 39,
UPC-A, UPC-E, Codabar, Interleaved 2 of 5,

ITF-6, ITF-14, ISBN, ISSN, Code 93, UCC/EAN-

128, GS1 Databar, Matrix 2 of 5, Code 11,
Industrial 2 of 5, Standard 2 of 5, AIM128,
Plessey, MSI-Plessey

High-end version (N670) 1.0M pixels + depth of

field Code 39 5mil 45~200mm + cross laser
Read code system: :

2D: QR Code, Data Matrix, PDF417, Han letter

code, Dotcode
1D: UPC-A, UPC-E, EAN-8, EAN-13, ISBN,
Code 128, GS1 128, ISBT 128, Code 39,

Code93,Code 11, Interleaved 2 of 5, Industrial 2

of 5,Matrix 25, Standard 25, Codabar,MSI/MSI
PLESSEY, GS1 DataBar
OCR: Support OCR-A, OCR-B

( optional )

distancel: <3M, Service frequency 840-960MHz
distance2: <5M, Service frequency 860-960MHz

1: Ordinary industrial fingerprint

2: Fingerprint certified by the Ministry of Public Security

3: FBI certified fingerprint

Supports custom SPI fingerprint
sensors (Android system)

Positioning Accuracy

Standalone (RMS): Horizontal 1.5 m Vertical 2.5 m

DGPS (RMS):Horizontal 0.4 m Vertical 0.8 m

RTK (RMS):Horizontal 1 cm + 1 ppm Vertical 1.5

cm+ 1 ppm
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3.3V-1A/5V-1A power supply, UART interface, interface

level 3.3V, USB2.0 interface,5V 1A power supply

Meets the requirements of (GJB 150.18A-2009,
GJB 150.1A-2009) and (MIL-STD-810H) for the

1.22-meter drop test

IP68, 3C, CE, US military standard-810H certification,
energy saving certification, ISO quality certification

system, ROHS, three-proof salt spray test

¥ Explosion-proof information

EX Class Il Petrochemical Explosion-Proof,
KA Class | Mining Safety Explosion-Proof,
MA Class | Coal Mine Safety Explosion-Proof

- Hardware

Speaker, receiver,
microphone

Gravity sensor
_ 1 Camera
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Camera |
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configeration

Front camera: 5.0MP fixed focus
Rear camera: 8.0MP auto focus

Power button*1, Volume keys*2 (Vol+, Vol-)
Custom keys*2 (P key, F key)

o: Operation system

|
Operation system |
\
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2G/3G/4G
(custom function)

5G
(custom function)

Android 11, Optional Star Kylin/
OpenHarmony/Ubuntu22.04

) Wireless connection

WIFI 802.11(a/b/g/n/ac) Frequency 2.4G+
5.8G Dual-band WIFI 5

LTE-FDD:
B1/2/3/4/5/7/8/12/13/14/18/19/20/
25/26/28/66/71

LTE-TDD: B38/39/40/41

WCDMA: B1/2/4/5/6/8/19

Region:EMEA,Australia,Japan,Korea

5G SA&NSA:
N1T/N3/N5/N7/N8/N20/N28/N38/N40/N41/
N71/N77/N78/N79
LTE-FDD:B1/B3/B5/B7/B8/B18/B19/B20/
B28/B32
LTE-TDD:B34/B38/B39/B40/B41/B42
WCDMA:B1/B5/B8

Region:China

5G SA&NSA:

N1/N28/N41/N78/N79
LTE-FDD:B1/B3/B5/B8/B28
LTE-TDD:B34/B38/B39/B40/B41
WCDMA:B1/B8

Region: North America

5G NR:
N2/N5/N7/N12/N13/N14/N25/N38/N41/
N48/N66/N71/N77/N78
LTE-FDD:B2/B4/B5/B7/B12/B13/B14/B17
/B25/B26/B66/B71
LTE-TDD:B38/B41/B42/B43/B48
WCDMA:B2/B4/B5

GPS, Beidou, Galileo, GLONASS,
Optional Single-System BeiDou Positioning

I°C interface, 13.56MHZ supports
14443A/14443B/15693 and other protocols,
which is consistent with the NFC application
of Android phone type

*1, reserved for the motherboard, supports
M.2 2280 SSD PCIE protocol FAT32 format
(maximum 1TB)
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>» Product Highlights

Chip
System

RK3568
Al Chip

Powered by Rockchip's RK3568
quad-core64-bitprocessor
(RK35880cta-coreoptional), compris-
ing4 x Cortex-A55 cores with a maxi-
mum clock speed of 2.0GHzand
delivering up to 6TOPScomputational
power. This provides robust process-
ing support for diverse complex tasks
while enabling optional selection of
domestic systems such as StarlLight
Kylin, open-source HarmonyOS, and
Galaxy k. It implements multi-lay-
ered security mechanisms from chip
to system level, ensuring your data
remains absolutely secure during
storage and transmission. This safe-
guards information security, allowing
you to focus entirely on your work
without concerns over data integrity.

Front camera
DC
Micro HDMI

Earpiece
SIM+TF slot

AFE

Speaker

Screw hole position

Speaker?

Definition

1920 * 1200
700cd/m’

The display delivers exceptional
performance, featuring an 8-inch
screen with a 16:10 aspect ratio for
enhanced visual comfort. Its resolu-
tion reaches 1920 x 1200, ensuring
crisp and detailed image reproduc-
tion. With a default brightness of 700
cd/m?, content remains clearly visible
even in brightly lit environments. The
10-point touch G+G touchscreen
boasts a hardness rating of =7H,
ensuring not only responsive touch
but also exceptional scratch and
wear resistance. It supports opera-
tion with medical rubber gloves and
can be customised for wet-hand
touch functionality, adapting to
diverse usage scenarios and deliver-
ing an outstanding visual and tactile
experience for users.

protection

Certified to IP68, 3C, CE,
MIL-STD-810H, energy efficiency
standards, ISO quality management
systems, ROHS compliance, and
triple-proof salt spray testing, meet-
ing stringent requirements for drop
resistance, durability, waterproofing,
and dustproofing. Operating tem-
perature range: -20 ° C to 60 ° C,
customisable to -30 ° C to 60 ° C.
with humidity tolerance up to 95%
non-condensing. This enables oper-
ation across extreme temperature
and humidity conditions. Explo-
sion-proof variants are available,
certified for coal mining, petrochem-
ical, and mining safety standards,
ensuring secure deployment in
flammable and explosive environ-
ments.

> Interface

Volume
Power button

Custom key

Scan window Scan key

M4 nut, hole depth 4.2mm

POGO PIN

Rear camera

M3 nut,
hole depth 4.5mm

232.2mm

Fingerprint(Optional)

Customised
Services

Multiple modules
available

Offering extensive optional functional
modules, we have completely over-
come the limitations of domestic
rugged tablets with their single-func-
tion design and inability to meet
diverse operational requirements.
This enables the integration of QR
code and ID card recognition, UHF,
fingerprint capture, and RTK
high-precision modules. Integrating
cybersecurity with functional experi-
ence, it enables enterprises to
enhance both data security and
operational efficiency. Additionally, it
supports bespoke software and
hardware customisation services,
offering personalised solutions from
exterior design to internal functional
layout, and from software interfaces
to operational workflows.

RJ45

Earpiece jack
USB

24 5mm

151.3mm

Manual measurements are subject to error; the actual product shall prevail



Usage Scenarios

® Shenzhen Chenxiang Intelligent Technology CO.,.LTD  https://www.cenavapc.com
CENAVA Telephone/WhatsApp: +86 134 2375 9197 Business Email: tom@cenavapc.com
Address: 401,99-9 Dayang Road, Rentian Community,Fuhai Street, Bao'an, Shenzhen, China.

Ultra-Rugged, More Secure Handheld Terminals
post code 518100




